
SIROMER MK RANGE
                                                              
                                                Serious Power, Straight forward Control

754MK CAB
75HP
2500kg
3580kg
3900mm x 2048mm x 2885mm
2010mm
3400mm
308mm
2 Speed (540, 1000RPM)
10 Inch Dual Stage Clutch
Selectable 4WD
4 Cylinder, 4 Stroke, Water Cooled, Diesel
75 liters
Wet Disc Brakes
2400rpm
Position and Draft Control.
Shuttle: 12 Forward, 12 Reverse.
2.46 kmh / 32.73 kmh
Hydraulic Power Steering
Dual Double Acting Spool (30L/min)
Three Point Linkage (CAT II) power down linkage arms
Pendulum Drawbar pick up hitch available
12V 120AH, Combined Instrument Panel, Aux Trailer Connection
Ag: 280/85R20 Front, 380/85R30 Rear   

B891
1000kg

2570mm

2110mm

90mm

1600mm

0.26m cu

640kg

SIROMER LOADER

MODEL
Lift Capacity

Max Lift Height

Dump Height

Digging Depth

Bucket Width

Bucket Capacity

Weight

Self levelling loaders engineered for Siromer's MK75. 
Fitted with Euro brackets and 4in1 bucket.

SIROMER 754MK CAB
The 75hp tractor is a 4cyl power house designed with comfort in mind. 

Complete with a fully airconditioned cab fitted with 360 surround cameras.
 Featuring a shuttle synchromesh gearbox giving 12 forward and 12 reverse speed.

Parallel lift front loader with euro hitch and electric third service.
 

MODEL
Horsepower
Maximum 3pl Lift
Weight
Size (Length x Width x Height)
Wheel Base
Turning Circle
Ground Clearance
PTO Speed
Clutch
Wheel Drive
Engine
Fuel Tank Capacity
Brakes
Rated Speed
Cultivation Depth Control
Gearbox
Min/Max Speed
Steering
Hydraulic Type
Hitching Mechanism
Hitch Device
Electrics
Tyres
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